





About This Manual

This document describes the user interfaces and menu functions of the finger vein product series.
This document can be used in combination with the Access3.5 software. For product installation,
please see the start guide of the product.

. The pictures in this manual may not be exactly consistent with those of your product; the actual

product’s display shall prevail.

. Only some devices are equipped with the ZE functions; the actual product shall prevail.



Important Statement

Thank you for choosing our product. Before starting to use it, please read this manual carefully to
avoid damage to the device. We remind you that through proper use, you may experience good
effect and verification speed.

No part of this document can be extracted, copied or transmitted by any means without prior
written consent of our Company.

The products described in this manual may contain software belonging to SANGFOR or licensers
possessing copyright. Unless permitted by obligees, no one can copy, distribute, modify, extract,
decompile, disassemble, decode, reverse engineer, rent, transfer, sub-license such software in any
form or conduct other behaviors infringing software copyright, exclusive of cases with prohibition of
such limitation by applicable laws.

Due to product update, our Company does not promise the consistency of
the manual with actual products, and not assume responsibilities for any
dispute arising from the discrepancy between actual technical parameters
and this manual. The manual is subject to change without prior notification.
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1 Guidance Notes

Do not expose the device under strong direct sunshine, because strong light has adverse impact on the vein image
collector. The operating temperature of the device ranges from 0°C to 40°C and heat dissipation of the device
together may compromise its performance, which results in slower response and passing rate. If the device needs
to be used outdoors, a housing or heat-radiating equipment is recommended.

The recommended installing height (vertical distance from the ground to the doorbell) the device is 1.4 m based
on the user group with the height ranging 1.55 m to 1.75 m. The installation height can be adjusted based on
users' average height so that the users press veins and fingers conveniently.

1.1 Product Functions

. Special Functions (Logic of Firmware Application)

1. Finger vein function

The finger vein identification technology is a new technology of biological characteristic identification. It
recognizes identities by using images of vein distribution in fingers, and has the features of uniqueness, stability,
high identification accuracy, and anti-counterfeiting.

The finger vein function supports enrolling, deletion, verification, and uploading and downloading of finger vein
templates via a USB disk or software.

2. User access control

An access control logic adopting a controller has the following functions:
Setting users' valid dates

Setting users' effective time periods

(3) Supporting multiple user verification methods
{4) Setting effective time periods for doors

(5) Setting time periods for door opening

(6) Setting time periods for holidays

(7) Setting the first-card normal open

(8) Setting anti-passback time periods

(9) Setting in/out anti-passback

(10) Keeping controller access control records
(11) Supporting auxiliary input

(12) Supporting Wiegand master and slave device functions
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3. USB disk function

You may download user data and access control records to a USB disk and upload user data, promotion pictures
and wallpapers in USB disk to the device.

4. Communication over RS485 or Ethernet

The device communicates with the Access3.5 software over the RS485 protocol or Ethernet (TCP/IP).
1.2 Modes of Enrolilment and Verification of Finger Veins &
Fingerprints&£

Note: While enrolling a finger vein, the device also registers the fingerprint of the selected finger.

1. Recommended fingers: index finger and middle finger

2. Finger placement

[ Touch the front end of the finger vein |} N\ - - - _ --)

image collector with a fingertip, flatly press H|- - ®@Fingerprint collector

the finger pulp against the fingerprint

_ - — @ Finger vein image collector
collector so that the device collects the

finger vein and fingerprint. L - +[{{ = —®@Finger-guiding line

@ | AL

_____ - -WZZ =>4} - -@Touch sensor

Y When the finger pad contacts the sensor, the collector
starts collecting the finger vein and fingerprint.
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3. Vein verification procedure
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Ensure that the fingertip touch the front end

Ensure that the fingertip touches the front end of

of the finger vein image collector. Otherwise,
the finger vein image collector, and flatly press the  the images of the finger vein and fingerprint
finger pulp against the fingerprint collector.

cannot be collected correctly

Lay down the finger along the guiding
line, keep it in the middle, with the

Correct images of the finger vein and

fingerprint cannot be collected if the
finger is slanted.
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» . e =] .

- " e

- LS.

-a g AT

RN N | oo R AR}
..... AR
- [ T T
Pl SN T R I |
R T
PO S T T
yootom by
YOMoom vy
R R T
FR T I
¥ U
a i
P! \
'
N 1
N \. 1 [
- ] .

- v
L - \ v ! 1
p \

~ ~ n \ ] H
1
H~ L -~ 4 LY i
“\H L LE ey » B g
= \/ \

After the finger pad contacts the sensor, the collector starts collecting the finger vein image.
Keep the finger in place until you hear a "Bi" sound, and then move away the finger.
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Stretch your hand naturally without force.

@ . Stretch the finger flat, and try not to bend or rotate it.

You do not need to press the finger against the collector with force.

1.3 Method of Pressing Fingerprint/&
It is recommended to use the index finger, middle finger or ring finger; avoid using the thumb or little finger.

1. Correct way to press the fingerprint:

Press the finger horizontally onto the fingerprint sensor; aiming the

finaerprint center to that of the sensor.

2. Wrong ways to press the fingerprint:

Vertical Sides
Slanted Too Low

1.4 Usage of the Touch Screen

You may click the touch screen, or click and slide it using a finger pulp. Clicking the screen with a fingertip or

fingernail may compromise the use effect.

Click to scroll up/down a screen, or drag the scroll bar on the right.
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User 1D

Mame

User Role

FW&FP

Badge Mumber

11070034
F d

1.5 Verification Modes

1.5.1 Finger Vein and Fingerprint Verification A&

E 1:N verification

The finger vein image and fingerprint collected by the collector are compared with all finger vein images and
fingerprints in the device.

1. The device automatically detects finger vein or other verification modes. When a finger contacts the finger vein
sensor, the device enters the finger vein and fingerprint verification mode. (Note: For the position of the finger
vein sensor, see 1.6.1 "Product Appearance.”)

2. Press a finger onto the collector correctly. For details, see 1.2 "Modes of Enrollment and Verification of Finger

Veins & Fingerprints."

3. After the device generates a "Bi" sound, remove the finger. If the verification succeeds, the device plays the voice
prompt "Thank you." and "Successfully verified." is displayed on the screen. If the verification fails, the device plays
the voice prompt "Please repress your finger." and "Failed to verify." is displayed on the screen.

18:02:37

E 1:1 verification

The finger vein image and fingerprint image currently collected by the collector are compared with the finger vein
image and fingerprint image associated with the user ID entered via the keypad. This mode is used when users
have difficulty in verifying finger veins and fingerprints.

Finger Vein Access Control Series Product 5



1. On the initial interface, click @ to enter the interface for entering a user ID.

2.Enter a user ID, and click OK (see Figure 2) to enter the interface for selecting a verification mode.

J Note: If "No enrollment data" is prompted, the user ID does not exist.

3. Click the finger vein icon (see Figure 3) to enter the 1:1 finger vein (fingerprint) verification interface.

2015-07-11 5z

4. Press a finger onto the collector correctly. For details, see 1.2 "Modes of Enrollment and Verification of Finger

Veins & Fingerprints."

5. After the device generates a "Bi" sound, remove the finger. If the verification succeeds, the device plays the voice
prompt "Thank you." and "Successfully verified." is displayed on the screen (see Figure 5). If the verification fails, the
device plays the voice prompt "Please repress your finger." and "Failed to verify." is displayed on the screen (see
Figure 6).

15:37:13

1.5.2 Password Verification

1.0n the initial interface, click @ to enter the interface for entering a user ID.

2. Enter a user ID, and click OK (see Figure 2) to enter the interface for selecting a verification mode.

\J Note: If "No enrollment data" is prompted, the user ID does not exist.
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3. Click the key icon (see Figure 3) to enter the password verification interface.

2015-07-11 Saturday : L Y 10:30:01

4. On the displayed interface, enter a password, and click OK. If the verification succeeds, the device plays the voice
prompt "Thank you." and "Successfully verified." is displayed on the screen. If the verification fails, the device plays
the voice prompt "Wrong password." and "Failed to verify." is displayed on the screen.

1.5.3 Card VerificationZ&E

1. The card function is optional. Only products with built-in card modules are equipped with the card verification

function. Some devices support Mifare cards as ID cards.

2. If the verification succeeds, the device plays the voice prompt "Thank you." and "Successfully verified." is
displayed on the screen. If the verification fails, the device plays the voice prompt "ou ou" and "Failed to verify." is

displayed on the screen.

Finger Vein Access Control Series Product
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1.5.4 Combined Verification

The device supports combined verification, such as finger vein & password, in which the device needs to verify the
password/finger vein after a user passes the finger vein/password verification.

Take the finger vein & password verification for example. Suppose that a user first performs finger vein verification.

1. Press a finger onto the collector correctly. For details, see 1.2 "Modes of Enrollment and Verification of Finger

Veins & Fingerprints.”

2. After the device generates a "Bi" sound, remove the finger. After the finger vein verification is passed, the
password verification interface is displayed (see Figure 2).

1@ 15337113

3. Input the correct password, and click OK. When the password verification is passed, "Successfully verified." is
displayed (see Figure 4).

f?

: Note: Users may set verification modes as needed. For specific operations, see 9.1 "Access Control

Parameters."
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1.5.5 Combined Verification for Unlocking

f?

: Notes:

(1) For details about how to set combined verification for unlocking, see 9.4 "Combined Settings for Unlocking."

(2) On the interface of adding/editing a user, administrators can specify a group to which a user belongs, and add
the user to the group for unlocking. For detailed operation methods, see 3.1.7 "Setting Access Control Level."

For example, add a unlocking combination requiring simultaneous verification of user group 1 and user group 2
(see Figure 1), and add users to the user groups for unlocking.

Suppose that the user with the user ID of 1 belongs to user group 1, and the user with user ID of 2 belongs to user

group 2.

15:37:13

1. The user with the user ID 1 presses a finger onto the collector correctly. For details, see 1.2 "Modes of Enrollment

and Verification of Finger Veins & Fingerprints."

2. After the device generates a "Bi" sound, remove the finger. After the finger vein verification is passed (see Figure
3), the device displays the prompt "Multi-user verification” (see Figure 4).

10:34:37

3. The user with the user ID 2 presses a finger onto the collector correctly. After the device generates a "Bi" sound,
remove the finger. After the verification is passed, "Successfully verified." is displayed on the screen and the device

plays the voice prompt "Thank you."

Finger Vein Access Control Series Product 9



1.6 Product Appearance and Terminal Blocks

1.6.1 Product Appearance

Front view of the finger vein & fingerprint product Front view of the finger vein product

\E
I
—

Touch screen

Card-swiping area '

Doorbell, indicator ™

Fingerprint collector

Finger vein image collector
Finger vein sensor: In the
registration or verification of a
finger vein, the device starts
collecting/verifying the finger vein
and fingerprint after the finger
contacts this position.

[ @ USB port
® Reset button

Reset button: After the device is powered on for 30 seconds, press this button using a sharp-end tool with a
diameter of less than 2 mm to reset the device.
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1.6.2 Terminal Blocks

Power in

+12V

GND

Ethernet

/;1 1\\

A
B n | w | | .
Wiegand input \.I—.H :.'JJ I:.oo.d__ —¥ I3 3|3
e | e | | e
—
a|8|5 AR
= 1———-'-—-“_:J‘uu'ﬂ \—u‘ounﬂ—— - =
- =|z|b | % %
— —_— —
Power out Wiegand output ~ RS485

|Erreeeed]
I

)

T
|
|
I
|
Auxiliary input Door sensor A Alarm

"

+ -
x| o 2 - Al | =| 2| +
3ZS:EZEDOU_I_F
| V|l @ @| w| V| e|Z2|u|Z| <<

T g

. z z

Bell Exit button 8 § 3 29

23 £ 93

° 2 2 ®B

S

Lock

Power input: Use the attached standard power adapter. The power voltage is DC 12V, and the current is not lower

than 3A. Do not user other power supply to avoid damage to the device.

Ethernet port: a network interface, through which the device can be connected to network equipment such as a

switch, router or hub.

Auxiliary input port: connected to a smoke alarm to receive alarm signals.

1.7 Initial Interface
® _ Date & time

Alarm signal

Network connection signal
Disassembly alarm
Auxiliary input

» Time

Welcome

<« Menu
@z 1:1 Verification

Finger Vein Access Control Series Product
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W Date: The current date of the device is displayed.

Y Alarm signal: An alarm is set for the device if this icon is displayed.
¥y Network connection signal: The network connection status of the device is displayed.

Y Disassembly alarm: The disassembly alarm button is up if this icon is displayed, and the possible cause is
"improper installation” or "illegal disassembly".

Z Auxiliary input: This icon is displayed when the auxiliary input terminal of the device is connected to an
auxiliary device and the auxiliary input condition is triggered.

Z Time: The current time of the device is displayed. The 12-hour and 24-hour systems are supported. Users may
customize the style of the main interface. For details, see personalized settings.

Z Menu: Press this icon to enter the main menu. If administrators are set for the device, you should pass the
administrator verification before accessing the main menu.

Z 1:1 Verification (soft keyboard): Press the key to enter the interface for inputting a user ID in 1:1 verification
mode. After inputting a user ID, click OK and complete the 1:1 verification according to prompts on the interface.

12 Finger Vein Access Control Series Product



2 Main Menu

On the initial interface, click HH - cnter Main Menu (see Figure 2). Click to scroll down the screen (see
Figure 3) to display more content. (Note: You can click again to scroll up the screen.)

2015-07-11 Sat

Welcome

There are 12 sub-menus under the main menu.

To add and manage users, browse user information (including user IDs, names, user roles,

User Mgt. finger vein images, fingerprints, badge numbers £, passwords, and access control level),
and add, query, modify or delete such information.
User Role: To set user roles for accessing the menu and changing settings.
User Role
To set the related parameters of the communication between the device and PC, including
Comm. Ethernet parameters such as IP address etc, serial Comm, PC connection and Wiegand
settings.
To set system-related parameters and firmware upgrade, including time, access control
System records, parameters of finger veins and fingerprints and factory settings restoration, so that
the device meets user requirements to the maximum extent in functions and display.
. This includes interface display, voice, bell, punch state key mode and shortcut key settings.
Personalize
To delete attendance data, all data, super admin role or screen savers etc.
Data Mgt.

Access control

To set the parameters of the control lock and access control devices, including parameters of
access control, time rules, holidays, combined unlocking, and anti-pass.

USB Manager

To transfer data such as user data and attendance logs from the USB disk to the supporting
software or other devices.

Attendance

To query the records saved in the device after successful verification.

Finger Vein Access Control Series Product 13



search

To automatically test different module's functions, including the LCD, voice, keyboard,
Autotest fingerprint sensor, cameraE and clock RTC test.

To check device capacity, device and firmware information.
System Info

When no administrator is set, anyone may access the main menu by clicking HH After an
administrator is set, a user should pass the administrator identity verification before entering the
menu.

For the sake of security, it is recommended that an administrator be registered when the device is
used for the first time.

14  Finger Vein Access Control Series Product




3 User Management

The basic user information registered in the device includes user IDs, names, user roles, finger vein images and
fingerprints/E, passwords, badge numbers £, and access control level. Such information is subject to change due
to personnel changes, and therefore the device supports the adding, deleting, query and modifying operations.

3.1 Adding a User

On the User Mgt. interface, click New User to enter the New User interface, and click to scroll down the
screen to display more content. (Note: You can click again to scroll up the screen.)

User D User ID
Uszer 1D

Mare MName

sar Role User Role

Marmal User

Badge Number Badge Mumber

il

User ID: Enter a user ID. By default, 1-9 digits are supported.

Name: Enter a user name. By default, 1-24 characters are supported. One Chinese character takes up two
characters.

User Role: Set user roles. The default value is Normal User. You may choose Super Admin. A normal user can only
use verification by finger vein, fingerprint /£, badge £ or password, while an administrator has all the functions
of normal users and the access to the main menu.

FV&FP /. Enroll a finger vein and fingerprint. Index and middle fingers are recommended.

Password: Enroll a password. By default, 1-8 digits are supported.
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Badge Number /4 Enroll a badge number.

Access Control Level: Set a user's access control level.

3.1.1 Entering a User ID

The device automatically assigns user IDs to users, starting from 1. If you use a device-assigned number, skip this
step.

1.0n the New User interface, click User ID.

)

User 1D

Mame

User Role

Marmal User

K Tips: Enrolled user IDs cannot be modified.

2. On the displayed interface, enter a user ID to be registered, and click OK to save the setting and return to the
New User interface. If "User ID exists!" is displayed, it indicates that the user ID has been used. Please enter another
ID.

K Tips: By default, user IDs of 1-9 digits are supported. To extend digits, consult our business

representatives or pre-sales technical support personnel.
3.1.2 Entering a Name

Enter a user name by using the T9 input method via keypad.
1.0n the New User interface, click Name.
2.0n the displayed interface, enter a user name to be registered. Click words to select them.

For operations on the keypad interface, see Appendix 1 Text Input Operation Instructions.
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1
*«

User ID

Mame

Mame

T abc | def a 4 abc | def a

Marmal User
ghi jkl | mno | ~ ghi jkl | mno | ~
pars | tuv | wxyz | s~ pars | tuv | wxyz | s~

3. After entering a name, click OK to save the setting and return to the New User interface. If yoLj click k=] the
device returns to the upper-level interface without saving the information.

K Tips: By default, names of 1-24 characters are supported. One Chinese character takes up two

characters.

3.1.3 User Role

The device supports two user roles: Normal User and Super Admin.
Super Admin: A super administrator is permitted to perform operations on all the menus.

Normal User: When an administrator is set, a normal user can use only finger vein (fingerprints 4E), passwords or
badges £ for verification. When no administrator is set, a normal user is permitted to perform operations on all
the menus.

User Defined Role: After a super administrator is set, you can define roles in User Role and assign menu operation
rights to the roles. User-defined roles possess all the rights of a normal user, that is verification via finger vein
(fingerprint /E), password and badge.

. indicates the current user is an administrator.

1.0n the New User interface, click User Role.

10:37:16

User ID *«

Mame 3
Mame | |

User Role

Badge Mumber

rd

2. Select a role as needed. Then, the device returns to the New User interface.
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?

: Note: After a super administrator is added, you need to pass the super administration verification before

accessing the main menu.

3.1.4 Registering a Finger Vein and Fingerprint

?

: Note: While enrolling a finger vein, the device also registers the fingerprint of the selected finger.

1.0n the New User interface, click FV&FP to enter the Register FV& FP interface (see Figure 2).

Register FV&FP(3-3)

Press finger second time

Mame

User Role

Barge Mumber

o

ct the finger to be enralled

2. 0On the displayed interface, click a finger to enroll the finger vein and fingerprint (see Figure 3).

3. Press the same finger onto the collector correctly for consecutive three times as according to prompts on the
device (see Figure 4). For details, see 1.2 "Modes of Enrollment and Verification of Finger Veins."

After the finger vein and fingerprint are successfully collected for three times, "Enrolled successfully." is displayed
on the screen (see Figure 5), and the device returns to the New User interface displaying the quantity of
registered veins and fingerprints (see Figure 6). If the collection fails, "Fingerprint Registration Failure." is displayed
(see Figure 7). To continue registration, repeat steps 2 and 3.

Register F&FP(5-6)
Uszer ID
Enrolled successfully
Mame

User Role

Marmal User

f)

:+ Notes:

(1) During enrollment of veins and the fingerprint, a "Bi" sound generated by the collector indicates that single

collection is successful.
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(2) For better collection of veins and fingerprints, remove the finger after successful collection each time (after a "Bi"
sound is generated), and continue the enrollment by pressing the finger again as instructed.

3.1.5 Enrolling a Badge Number /&

1.0n the New User interface, click Badge Number to enter the Enroll Badge Number interface (see Figure 2).

2. Swipe a badge over the area. For details about the card-swiping area, see the mark in 1.6.1 "Product Appearance."

3. After the card is read successfully, the badge number is displayed (see Figure 3) and the device returns to the
New User interface (see Figure 4).

2 4m,  =nroll Badge Number € EnrollBadgeNumber

Badge Number 11 4

User Rale User Raole

Mormal User Mormal User

“ Badye Mumber

11070034 (g

J Note: Some devices support Mifare cards as ID cards.

3.1.6 Enrolling a Password

1.0n the New User interface, click Password.

2.0n the displayed keypad interface, enter a password and click OK (see Figure 2).

K Tips: By default, passwords of 1-8 digits are supported.

3. Re-enter the password as instructed, and click OK to save the password (see Figure 3). After successfully saving
the password, the device returns to the New User interface (see Figure 4).

14

User ID

Please re-type the password.

Mame

User Role

1 2 3 a
4 S 6 4 5 6

-, 0 123

T 8 9 v 7 8
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?

: Notes:

(1) The passwords entered in steps 2 and 3 must be the same. Otherwise a prompt box (see Figure 5) is displayed.

(2) If you enter inconsistent passwords, you need to return to step 2 and enter it again.

MName

User Rale

Marmal User

Badge Mumber

11070034

3.1.7 Setting Access Control Level

On the New User interface, click Access Control to enter the Access Control interface (see Figure 2).

The access control level is used to set level of door opening for each user, including the access group and time
period rules.

User ID

Mame Titme Period

User Role

Mormal User

MNumber

FPassword \

Setting an access group

Set a user group to which a user belongs, to facilitate unlocking combination settings. A valid group number
ranges from 0 to 99999999,

(1) On the Access Control interface, click Access Group.

(2) Enter the number of the group to which the user belongs, and click OK (see Figure 3) to save the settings and
return to the Access Control interface.

Setting a time period

Select time rules for the user. Time rules are set under the Access Control menu and a maximum of 50 time rules
are supported. The effective door opening time period of the user is the sum of the selected time rules.
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(1) On the Access Control interface, click Time Period to enter the Time Period interface (see Figure 4). Click
to scroll up/down the screen to display more content.

(2) In the time rule list, click and select a time rule (multiple selections are allowed and the symbol X indicates that
a time rule is selected), and click &l (see Figure 5) to save the settings and return to the previous interface.

Time Period _:TN

Time Period

[ Time Rule [4]

O Time Rule 5]

[ Time Rule [8]

3.2 All Users

On the User Mgt. interface, click All Users to enter the All User interface (see Figure 2). Administrator may query,
edit or delete users.

& indicates that the current user is a super administrator.

@: indicates the user's fingerprint is enrolled /£E.

E|: indicates that the user's badge number is enrolled 4.

§ - indicates that the user's password is enrolled.

l‘: indicates that the user's finger vein is enrolled.

K Tips: The information of all enrolled users is displayed according to the preset Display Style. For details about
the Display Style, see 3.3 "Display Style. "
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3.2.1 Querying a User

You may query users by name or user ID. The detailed operation is as follows:
1. Click the query box (see Figure 1) to enter the interface shown in Figure 2.

2. Enter a query condition, click OK (see Figure 3) to return to the All Users interface. The information of the
relevant user is displayed according to the query condition (see Figure 4).

4 3 6 AN

7 8 9 N

ﬁ . - n

3.2.2 Editing/Deleting a User

On All Users interface, click a user (see Figure 1) to enter the interface shown in Figure 2.
Editing a user

Click Edit (see Figure 3) to enter the New User interface (see Figure 4).

1 « All Users

Badge Mumber

2. Modify the user's information, and click &l to save settings and return to the previous interface.
Note: The method of editing a user is the same as that of adding a user and is not described here.
Deleting a user

1. Click Delete (Figure 5) to enter the interface as shown in Figure 6. Operation items are displayed according to
the enrolled information.

Example: If a user's password is not enrolled, the item Delete Password Only is not displayed.
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Delete

The following uses Delete Password Only as an example. The operation is described as below.

2. Click Delete Password Only (see Figure 7), and a dialog box (see Figure 8) is displayed.

Delete : 2 Delete : 2
Delete User Delete User

Dele Delete

Delete Password Only ~

3. Click OK to delete all the Passwords, or click Cancel to cancel the operation.

f?

:+ Notes:

(1) When deleting a user, the device delete all information of the user, including the finger vein, fingerprint A&,
password, and badge number 4.

(2) When deleting a user role only, the device changes the user's role to Normal User.

(3) After the role of last super administrator is deleted, all user-defined roles becomes unavailable.
3.3 Display Style
1.0n the User Mgt. interface, click Display Style to enter the Display Style interface shown in Figure 2.

K Tips: The default display style is Single Line.
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® Multiple Line

. - & ixed Line
g% Display Style \ Mixed Line

2.0n the Display Style interface, you may select Single Line, Multiple Line or Mixed Line for the display of user
information.

Single Line style Multiple Line style Mixed Line style
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4 User Role

You can set user defined roles and assign operation levels to roles in User Role.

User Defined Rale 1

User Defined Role 2

User Defined Role 3

The user defined roles are set as follows:

In the User Role list, select a role to be edited (see Figure 3) to enter the User Defined Role interface (see Figure
4).

I)

: Note: User defined roles can be set only after a super administrator is added. Otherwise, the dialog box shown

in Figure 5 is displayed.

User Defined Role 1

&
I User Defined Role 2
)

User Defined Role 3

Mame
User Defined Role 1

Define User Role

Enable Defined Role

The default value is [ & indicating that the role is disabled. Click and drag the icon to switch between FEII
and [ 1 The BT | icon means the role is enabled.

Name

5

Set a name for the role. Click Name to enter the Name interface (see Figure 7). Enter a name using the T9 input
method, and click OK (see Figure 8) to save the settings and return to the previous interface (see Figure 9).

For detailed about how to enter a name, see Appendix 1 Text Input Operation Instructions
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Mame

hed Role 1
User Defined Raole 1

Defined Role

Mame
£\

\\\‘J.ser Defined Role 1

Uszer Defined Role 1

E abc | def €

ghi jki | mno | ~

pars | tuv jwxyz | s~

To assign operation level to a role, do as follows:

Define User Role

1. Click Define User Role to enter the interface shown in Figure 11, and click to scroll down the screen to
display more content.

[RET

Define User Role

2. Assign operation levels to the role (the symbol X indicates the item is selected).

K Tips: Click a parent level (see Figure 12) to enter an interface of child level selection (see Figure 13).

2fined Role 1

Firmware Info

3. After setting, click sl (see Figure 14) to save the settings and return to the User Defined Role Interface.

4. 0n the User Defined Role interface, click k& (see Figure 15) to save the settings and return to the User Role
interface.
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d Role 1

MName
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5 Comm. Settings

Camm.

Ethernet

Serial Comm

FC Connection

Set the parameters for the communication between the device and a PC, including the IP address, gateway, subnet
mask, baud rate, device number, and connection password.

5.1 Ethernet Settings

On the Comm. Interface, click Ethernet to enter the Ethernet interface, and click to scroll down the screen
to display more content. (Note: You can click again to scroll up the screen.)

Ethernet
Ethernet -

The parameters below are the factory default values, please adjust them according to the actual network situation.
IP Address: 192.168.1.201

Subnet Mask: 255.255.255.0

Gateway: 0.0.0.0

DNS:0.0.0.0

TCP COMM. Port: 4370

DHCP: Dynamic Host Configuration Protocol, which is to dynamically allocate IP addresses for clients via server.
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Display in Status Bar: To set whether to display the network icon on the status bar.

5.2 Serial Comm. Settings

Click Serial Comm to enter the Serial Comm interface.

3¢

® 115200

Camm

Ethernst

® 57600

When the device communicates with a PC in serial mode, check the following settings.

RS232/485: Whether to enable RS485 for communication. The default value is B | You can click RS485 to
switch between [ i and B

Baudrate: The rate of the communication with PC; there are 5 options of baud rate: 115200 (default), 57600, 38400
and 19200. The higher is the baud rate, the faster is the communication speed, but also the less reliable. In general,
a higher baud rate can be used when the communication distance is short; when the communication distance is
long, choosing a lower baud rate would be more reliable.

5.3 PC Connection

To improve security of data, Comm Key for communication between the device and PC needs to be set.
If a Comm Key is set in the device, the correct connection password needs to be entered when the device is
connected to the PC software, so that the device and software can communicate.

Comm.

Comm Key

Ethernet

O D

PC Connection :\ 1 2 3 a
4 5 6
7 8 9 S

Comm key Settings
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Comm Key: The default password is 0 (no password). Enter the Comm Key interface, enter the password, click OK
(Figure 3) to save the settings and return to the PC Connection interface.

f?

: Note: Comm Key can be 1-6 digits and ranges from 0-999999.

Device ID Settings

Set the device ID. The default value is 1. Click Device ID to enter the Device ID interface, enter the ID, and click OK
(see Figure 4) to save the settings and return to the PC Connection interface.

f?

: Note: The identity number of the device ranges from 1 to 254. For RS235 serial communication, the identity

number of the device needs to be entered on the software communication interface.

5.4 Wiegand Setup

Comm.

Ethernet

Card format detect automatically

FC Connection

~

i Wiegand Setup (N
- - N

5.4.1 Wiegand Input

Set the Wiegand format of an externally connected reader.

ZEBits
Wiegandzh @ ‘Wiegandzg

no using

no using

ID Type

S0Bits

Wiegand Format: User can choose among the following built-in Wiegand formats: Wiegand 26, Wiegand 26a,
Wiegand 34, Wiegand 34a, Wiegand 36, Wiegand 36a, Wiegand 37, Wiegand 373, Wiegand 50 and.

30 Finger Vein Access Control Series Product



No using. The value no using means that the format with this bit number is not used. The following table

describes all the formats.

Pulse Width (us): The width of pulse sent by Wiegand. The default value is 100 microseconds, which can be
adjusted within the range of 20 to 100 microseconds.

Pulse Interval (us): The default value is 1000 microseconds, which can be adjusted within the range of 200 to

20000 microseconds.

ID Type: Input content included in Wiegand input signal. User ID or Badge Number can be chosen.

Definitions of Wiegand Formats:

Wiegand Format

Definition

Wiegand26

ECCCCCCCCCccccccecccccccco
Consists of 26 bits of binary code. The 1% bit is the even parity bit of the 2™ to 13™
bits, while the 26™ bit is the odd parity bit of the 14™ to 25™ bits. The 2" to 25" bits

are the card number.

Wiegand26a

ESSSSSSSSCCCCCCCCCCCLCCCCo
Consists of 26 bits of binary code. The 1% bit is the even parity bit of the 2™ to 13™
bits, while the 26™ bit is the odd parity bit of the 14™ to 25" bits. The 2" to 9™ bits

are the site code, while the 10" to 25" bits are the card number.

Wiegand34

ECCCCCCCCCCcccecccceccecceccecccco
Consists of 34 bits of binary code. The 1% bit is the even parity bit of the 2™ to 17
bits, while the 34™ bit is the odd parity bit of the 18" to 33" bits. The 2" to 25" bits

are the card number.

Wiegand34a

ESSSSSSSSCCCCCCCCCCCccccccccccccco
Consists of 34 bits of binary code. The 1 bit is the even parity bit of the 2™ to 17
bits, while the 34" bit is the odd parity bit of the 18% to 33 bits. The 2" to 9™ bits

are the site code, while the 10™ to 25™ bits are the card number.

Wiegand36

OFFFFFFFFFFFFFFFFCCCCCCCCCCCCCCCCMME

Consists of 36 bits of binary code. The 1% bit is the odd parity bit of the 2™ to 18
bits, while the 36™ bit is the even parity bit of the 19" to 35 bits. The 2™ to 17 bits
are the device code, the 18™ to 339 bits are the card number, and the 34" to 35™ bits

are the manufacturer code.

Wiegand36a

EFFFFFFFFFFFFFFFFFFCCCCCCCCCCCCCCCCo
Consists of 36 bits of binary code. The 1 bit is the even parity bit of the 2™ to 18
bits, while the 36™ bit is the odd parity bit of the 19" to 35 bits. The 2" to 19" bits

are the device code, and the 20™" to 35" bits are the card number.

Wiegand37

OMMMMSSSSSSSSSSSSCCCCCCCCCCCCCCCCCCCE

Consists of 37 bits of binary code. The 15 bit is the odd parity bit of the 2 to 18
bits, while the 37% bit is the even parity bit of the 19" to 36" bits. The 2™ to 4™ bits
are the manufacturer code, the 5™ to 16™ bits are the site code, and the 215" to 36

bits are the card number.

Wiegand37a

EMMMFFFFFFFFFFSSSSSSCCCCCCCCCCCCCCCCo
Consists of 37 bits of binary code. The 1% bit is the even parity bit of the 2™ to 18"
bits, while the 37" bit is the odd parity bit of the 19% to 35" bits. The 2" to 4™ bits
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Wiegand Format Definition

are the manufacturer code, 51 to 14" bits are the device code, 15" to 20" bits are
the site code, and the 215 to 36" bits are the card number.

Wiegand50 ESSSSSSSS5SSSSSSSCCCCCCCCCCCCCCLCCLccccccccecao

Consists of 50 bits of binary code. The 1% bit is the even parity bit of the 2™ to 25%
bits, while the 50™ bit is the odd parity bit of the 26" to 49" bits. The 2" to 17 bits

are the site code, and 18™ to 49™ bits are the card number.

I)

: Note: C denotes card number, E denotes even parity bit, O denotes odd parity bit, F denotes device code, M

denotes manufacturer code, P denotes parity bit, and S denotes site code.

5.4.2 Wiegand Output

ZHBits

WiegandzZg

no using

no using

no using
50Bits

no using

Wiegand format: Users can select the standard Wiegand formats built in the system. See the definitions of all
types of general Wiegand formats in 54.1 "Wiegand Input." Multiple choices are supported, but the actual format is
determined by Wiegand output bits.

Wiegand output bits: Number of bits of Wiegand data. After choosing [Wiegand output bits], the device will use
the set number of bits to find the suitable Wiegand format in [Wiegand Format].

For example, if 26-bit Wiegand26, 34-bit Wiegand34a, 36-bit Wiegand36, 37-bit Wiegand37a and 50-bit Wiegand50
are selected but the Wiegand output bits is set to 36, the 36-bit Wiegand36 format is adopted.

Failed ID: It is defined as the output value of failed user verification. The output format depends on the [Wiegand
Format] setting. The default value ranges from 0 to 65535.

Site Code: It is similar to device ID except that it can be set manually and repeatable with different devices. The
default value ranges from 0 to 256.

Pulse Width (us): The width of pulse sent by Wiegand. The default value is 100 microseconds, which can be
adjusted within the range of 20 to 100 microseconds.

Pulse Interval (us): The default value is 1000 microseconds, which can be adjusted within the range of 200 to
20000 microseconds.

ID Type: Output content after successful verification. User ID or card number can be chosen.
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5.4.3 Card Format Detect Automatically

[Card Format Detect Automatically] aims at assisting user with quickly detecting the card type and its
corresponding format. Various card formats are preset in the device. After card swiping, the system will detect it as

different card numbers according to every format; user only requires choosing the item equivalent to the actual
card number, and sets the format as the Wiegand format for the device. This function is also applicable to card

reading function and auxiliary Wiegand reader.

Card number obtained based on the IntWiegnad26 format parsing

After entering automatic
detection, swipe the badge in
badge swiping area (on this
device or reader).

4 1-ard format detect automatically
7043903

Int¥iegandzb

The Wiegand format and parsed
card number are automatically
detected.

Card format detect automatically

30931

IntWiegand2fa

Select the Format

| tonfirm{Uk)

Select the number consistent with
the actual card number, and the
corresponding format is the
Wiegand format which should be
selected for reading this type of
card.
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6 System Settings

Set system parameters, including date and time, access logsl , finger vein parameters, factory settings restoration,
and USB disk upgrade, so that the device meets user requirements to the maximum extent in functions and

display.

Date Time

L
3
®
3

6.1 Date/Time Settings

Set the date and time of the device.

Date Time

E .\xleate Time 2015-07-15

\
Set Time

z4-Hour Time

Date Format

@ &

o)
-l

Date and Time: Set the date and time of the device.

24-Hour Time: Set a display format of time on the main interface. Select ON so that the time is displayed in
24-hour system, or select OFF so that the time is displayed in 12-hour system.

Date Format: Set the format of time displayed on all interfaces of the device.
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6.2 Access Logs Settingl

Diate Time

Y Circulation De
ﬂ Access Logs Settivg

.

Confirm Screen D

USE Upgrade

Access Logs Warning: When the residual record capacity is smaller than the preset value, the device automatically
generates a message indicating residual record capacity. You can set it to Disabled or set to a value ranging from 1
t0 9999.

Circulation Delete Access Records: Set the number of log entries that can be deleted at a time when existing
records reach the allowed maximum log capacity The default value is Disabled. You can set it to a value ranging
from 1 to 999.

Confirm Screen Delay(s): Set the duration to display messages of verification results. The valid value range is 1-9.

6.3 FV&FP Parameter Setting /£

o

) 1.1 Match Threshol
Date Time
1:M Match Threshold

FY&FP Made

USE Upgrade

1:1 Match Threshold: Set the similarity between the finger vein image collected currently and the enrolled images
in the device in 1:1 verification mode. The default value is 60, and you can set it to a value ranging from 55 to 75.
When the similarity reaches the set level, the verification is passed. The higher the threshold is, the lower the
misjudgment rate is and the higher the false rejection rate is, and vice versa.

1:1 Match Threshold: Set the similarity between the finger vein image collected currently and the enrolled images
in the device in 1:N verification mode. The default value is 70, and you can set it to a value ranging from 65 to 85.
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When the similarity reaches the set level, the verification is passed. The higher the threshold is, the lower the
misjudgment rate is and the higher the false rejection rate is, and vice versa.

Recommended match thresholds:

_— . Match Threshold
False Rejection Rate  Misjudgment Rate N -
High Low 85 75
Medium Medium 70 60
Low High 65 55

FV&FP Mode: Verification is passed when both a finger vein verification and a fingerprint verification are passed.

6.4 Reset to Factory Settings

Reset data such as communication settings and system settings to factory settings.

System

Date Time

Date Time

USE Upgrade

? Note: After reset, the user information in the device and the settings on the access control interface are not

deleted.

6.5 USB Upgrade

This function enables the device firmware to be upgraded with an upgrade file in a USB disk.

Insert a USB disk into the USB port, and click USB Upgrade to upgrade the firmware.
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Date Time

f?

: Notes:

(1) If no USB disk is inserted, a message as shown in Figure 2 is displayed.

(2) If an upgrade file is needed, please contact out technical support. Firmware upgrade is not recommenced
under normal circumstances.
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7 Personalize Settings

to display more content. (Note: You can click

again
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